
KIT CONTENTS

QTYDESCRIPTIONITEM

1  GASKET, FILTER, ADHESIVE BACKED, 0.25 X 0.75 X 100" 1  
2 1FILTER BRACKET VPAK SML 2''
3 2FILTER BRACKET  BOTTOM VPAK SML 2''

3

1

1

1
1

2

CUT TOP GASKET TO 20" LENGTH

CUT BOTTOM GASKET TO 20" LENGTH

CUT SIDE GASKET TO 14" LENGTH

CUT SIDE GASKET TO 14" LENGTH

REMOVE FILTER BRACKETS AND SCREWS
(3 PLACES). REUSE SCREWS (3 PLACES)
AS NOTED TO MOUNT FILTER BRACKETS.
BE CAREFUL NOT TO OVER-TORQUE SCREWS.

3

2" FILTER
(NOT INCLUDED)

VPAK09 & VPAK12 
2" FILTER INSTALLATION

(VPFK0912-2)

KIT CONTENTS

QTYDESCRIPTIONITEM

1  GASKET, FILTER, ADHESIVE BACKED, 0.25 X 0.75 X 100" 1  
32 ASSY UNIVERSAL FILTER BRACKET VPAK

2” TO 4" FILTER
(NOT INCLUDED)

REMOVE FILTER BRACKETS AND SCREWS
(3 PLACES). REUSE SCREWS (3 PLACES)
AS NOTED TO MOUNT FILTER BRACKETS.
BE CAREFUL NOT TO OVER-TORQUE SCREWS.

2

2

2

1

1

1

1

VPAK09 & VPAK12 
2" TO 4" FILTER INSTALLATION

(VPFK0912U)

CUT TOP GASKET TO 20" LENGTH

CUT BOTTOM GASKET TO 20" LENGTH

CUT SIDE GASKET TO 14" LENGTH

CUT SIDE GASKET TO 14" LENGTH
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KIT CONTENTS

QTYDESCRIPTIONITEM

1  GASKET, FILTER, ADHESIVE BACKED, 0.25 X 0.75 X 100" 1  
2FILTER BRACKET VPAK LRG 2''2

2

2

1

1 

1
1

IF EXISTING GASKET IS 
DAMAGED, REMOVE AND
REPLACE WITH NEW GASKET

2" FILTER 
(NOT INCLUDED)

REMOVE FILTER BRACKETS AND SCREWS
(2 PLACES). REUSE SCREWS (2 PLACES)
AS NOTED TO MOUNT FILTER BRACKETS.
BE CAREFUL NOT TO OVER-TORQUE SCREWS.

CUT THE VERTICAL PORTIONS OF THE
DRAIN PAN (2 PLACES) LEAVING THE 
HORIZONTAL PORTIONS IN TACT TO
PROVIDE SUPPORT FOR THE FILTER.

VPAK18 & VPAK24 
2" FILTER INSTALLATION

(VPFK1824-2)

CUT SIDE GASKET TO 14" LENGTH VPAK18
CUT SIDE GASKET TO 18" LENGTH VPAK24

CUT TOP GASKET TO 20" LENGTH
 VPAK18 & VPAK24

CUT SIDE GASKET TO 14" LENGTH VPAK18
CUT SIDE GASKET TO 18" LENGTH VPAK24CUT BOTTOM GASKET TO 20" LENGTH

VPAK18 & VPAK24

KIT CONTENTS

QTYDESCRIPTIONITEM

1GASKET, FILTER, ADHESIVE BACKED, 0.25 X 0.75 X 100" 1
2ASSY UNIVERSAL FILTER BRACKET VPAK2

CUT THE VERTICAL PORTIONS OF THE
DRAIN PAN (2 PLACES) LEAVING THE 
HORIZONTAL PORTIONS IN TACT TO
PROVIDE SUPPORT FOR THE FILTER.

REMOVE FILTER BRACKETS AND SCREWS
(2 PLACES). REUSE SCREWS (2 PLACES)
AS NOTED TO MOUNT FILTER BRACKETS.
BE CAREFUL NOT TO OVER-TORQUE SCREWS.

1

1

1

1

2

2

CUT SIDE GASKET TO 14" LENGTH VPAK18
CUT SIDE GASKET TO 18" LENGTH VPAK24

CUT SIDE GASKET TO 14" LENGTH VPAK18
CUT SIDE GASKET TO 18" LENGTH VPAK24

IF EXISTING GASKET IS 
DAMAGED, REMOVE AND
REPLACE WITH NEW GASKET

CUT TOP GASKET TO 20" LENGTH 
VPAK18 & VPAK24

CUT BOTTOM GASKET TO 20" LENGTH 
VPAK18 & VPAK24

2” TO 4" FILTER 
(NOT INCLUDED)

VPAK18 & VPAK24 
2" TO 4" FILTER INSTALLATION

(VPFK1824U)

IOM 92020001_00




